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Air-cooled condesers

 

An air-cooled condenser is a direct-dry cooling system. In the thermal cycle, it condenses the exhaust steam of the steam turbine or the process steam in a vacuum. The air-cooled condensers are divided into two designs based on the arrangement of the cooling air fans: the classic A-form and the V-form.






A-Form


 


Der Dampf strömt durch die oben liegende Abdampfleitung 1 in die Wärmetauscherrohre 2 wo er kondensiert. Das Kondensat 3 fliesst geodätisch in den Kondensattank. Der Ventilator 4 drückt die Kühlluft 5 nach oben durch die Wärmetauscherrohre. Die nicht-kondensierenden Gase werden via Absaugluftsammler 6 abgeführt.













V-Form


 


Der Dampf strömt durch die unten liegende Abdampfleitung 1 in die Wärmetauscherrohre 2 wo er kondensiert. Das Kondensat 3 fliesst geodätisch in den Kondensattank. Der Ventilator 4 saugt die Kühlluft 5 nach oben durch die Wärmetauscherrohre. Die nicht-kondensierenden Gase werden via Absaugluftsammler 6 abgeführt.










Our services

 

Innsopin offers services for air-cooled condensers in the following project phases according to the SIA 112 service model:

	Preliminary studies (project definition, feasibility study and selection procedure)
	Project planning (preliminary project)
	Provision of cost estimate and comparison of offers
	Realisation (implementation project, execution, commissioning and completion)



In addition, we offer special services for air-cooled condensers:

	Performance optimisation between the air-cooled condenser and the steam turbine
	Leakage detection and correction of operating problems
	Retrofit and upgrading
	Conversion from wet cooling to dry cooling
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